aluminicm bozen

Statement of Compliance

This is to declare that the product listed below is supplied in comgllance with the reguirements of the

arder.

Dichtarazione di Conformita
81 certifica ¢he Il prodotto descritte dl saguito & fornlto In conformita ai requisiti del'ordlne,

Aluminium Bozen S.r.i.

Societa Unipersonale - C.F. & P.lva D8585400068
Sede legale: Via Mattea Bandello, 15 - 20123 Milano (M) llaly
Capitale Soc. € 10.000,0C int. vers. - REA Milano n.2035359

Headquarters: Via Toni Ebner, 24 - 38100 Bolzano (B2) ltaly
Phone: +39-0471-906111 - Fax: +39-0471-906263
info@aiuminiumbozen.com - www.aluminlumbozen.com

CERTIFICATO DI COLLAUDO
INSPECTION CERTIFICATE
ABNAHMEPRUEFZEUGNIS
CERTIFICAT DE RECEPTICN
EN 10204 3.1

gegﬁr giRT. Nr.CERT

DATE WNQ.

Sero T 10/03/2022 |GRING 80096
DATE No.CERT

Nr ORDINE A.B.

AR ORDER e 2021.2111632 .2

AB. AUFTRAGS W,
No. OE COMMANDE AB. 2021.2.7231.0

GLIENTE ARTICOLO

CUSTOMER ARTICLE

KUNDE PROFIL 14BT087-B0%
GLIENT FROFIL

Nr. ORDINE GLIENTE PESO NETTO

CIRTOMERS'S ORDER No. NET WEIGHT

KUNDENAUFTRAGS Ny, 2021-06-28 537866 NETGEWIGHT 762

No. DE COMMANDE CLIENT PCIDS NET

DESCRIZIONE PROFILO CLIENTE LEGA & Stalo Fisico 5083 H112
CLSTOMER'S SECTICN DESC. ALLOY & Phys.State

PROFIL NR. KUNDE RUNDSTANGE 50 LEGIERUNG & F.5. N 573

NO. DE PROFIL CLIENT ALLIAGE & F 8. EN 573-3

COMPOSIZIONE CHIMICA f CHEMICAL COMPOSITION / CHEMISCHE ZUSAMMENSETZUNG f COMPOSITION CHIMIQUE

Nr COLATA 551 %Fe %Cu EMn Mg %Cx N1 %50 $Ga V T4 %Pb %21 5B1 ¥8n
CAST BATCH Nr
CHARGE Num.

2135341 0,260 0,330 0,060 0,500 4,330 0,160 0,009 0,050 0,000 0,000 0,030 0,905 0,002 0,008 0,005
NGRMA Min. 4,040 0,000 0,000 0,400 4,000 0,050 0,000 0,000 0,000 9,000 0,000 0,000 0,000 6,000 0,000
LIMIT
NORM
NORME Max. 0,400 0,400 0,100 1,000 4,900 0,250 0,050 0,280 0,050 0,050 0,150 0,050 G,080 0,050 0,080

CARATTERISTICHE MECCANICHE / MECHANICAL PROPERTIES / MECHANISCHE EIGENSHARTEN / CARACTERISTIGUES MECANIGUES

(UNI-EN-ISO 5892-1)

Nr. PROVETTA

EQMEEENTO' Rm Rp0.2 A% Hardness Brinell Conducibilita
] 5

No. FROUVETTE [MP] iMPa] [HAW] (MS/rm]

1 323 184,4 22,4 86

NORMA Min. 270 125 12

LIMIT

NORM EN 755-2

NORME Max.

Materiale privo di contaminazlone radioattiva / Material free from radleactive contamination / Material fral von radicaktiver Kontamination  Matériel sans contamination radloactive

Se non diversamante concordato con il cliante, i prodotte & fornito in conform|ta alla EN 755-1, EN 755-2 & EN 755

3/-8, ove appllcabile.

- - Manufacturer's inspection

i » ; i
Unless otharwise agreed with the Gustemer, the product is supplled in compliance with EN 755-1, EN 7552 @ EN 765 e althorized representative

-3/-9, as far as applicabie.




